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Fig. 1—Infiltration configurations used in pressure casting of sapphire-
hastealloy composites: (a) bottom-fill infiltration and (b) top-fill
infiltration.
and liquid free energies at either temperature. The au-
thor acknowledges that the inclusion of these dotted
lines could lead to such confusion on the readers’ part,
but this fact in no way invalidates the theory presented.
Strength Degradation of Sapphire
Fibers during Pressure Casting of a
Sapphire-Reinforced Ni-Base
Superalloy
R. ASTHANA, S.N. TEWARI and S.L. DRAPER
IT is well known that solid-state techniques[1–6] of fab-
ricating high-temperature fiber-reinforced superalloys and
intermetallics suffer from the problems of interface contam-
ination from binder residues and oxides on metal powders.
Liquid-phase fabrication using pressure casting of fiber-re-
inforced Fe- and Ni-base intermetallics[7,8] offers flexibility
in designing matrix and interface structures. Improvement
in wettability by alloying[9] or application of pressure[7,8] is
required to manufacture structurally viable defect-free com-
posite castings. Relatively little work has been reported in
the literature on liquid-phase fabrication of ceramic fiber-
reinforced superalloys. In a recent study on pressure-cast
alumina fiber-reinforced superalloy (INCONEL* 718) com-
*INCONEL is a trademark of INCO Alloys International, Inc.,
Huntington, WV.
posites, Nourbakhsh et al.[10] reported formation of a strong
interfacial bond, with a bond strength in excess of 150
MPa, between single crystal sapphire fibers and the super-
alloy matrix. It was stated that the high ductility of the
matrix, approximately 20 pct, together with a strong inter-
facial bond, would yield a strong composite material pro-
vided that the fibers are not degraded during composite
fabrication. A detailed microscopic characterization of the
composite was carried out. However, metallography of fi-
ber-matrix interface may not reveal the extent of fiber deg-
radation during fabrication.
The purpose of this study was to prepare sapphire fiber-
reinforced superalloy matrix composites using pressure in-
filtration casting, extract the fibers from the composite, and
measure the room-temperature strength to determine the ex-
tent of fiber damage due to pressure infiltration casting. The
superalloy (Hastelloy) selected for the present study
(47.5Ni, 21.5Cr, 17.8Fe, 8.3Mo, 1.7Co, 0.3 Mn, 0.4Si,
0.2Al, 0.1Cu, 0.4Nb, 0.06Ti, 0.08C, and 0.02 O, in wt pct.)
is very similar to the INCONEL 718 superalloy used by
Nourbakhsh et al.[10] Single crystal sapphire fibers (c-axis
oriented, nominal diameter: 130 mm) from Saphikon Inc.
(Milford, CT)[11] were used as the reinforcement. Initial tri-
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als to make sapphire-superalloy composites using vacuum
infiltration in a countergravitational configuration were un-
successful. The pressure infiltration casting was performed
in a specially designed pressure chamber that housed a pair
of induction coils, powered with a generator, to indepen-
dently heat the preform and the metal. Infiltration was ef-
fected in either bottom-fill or top-fill configuration (Figure
1). Preforms with unidirectionally aligned sapphire fibers
were made by tightly packing fibers in a recrystallized alu-
mina mold. A total of 23 separate infiltration tests were
conducted for optimizing the fabrication procedure. The
temperatures of the preform and the metal were monitored
with the help of tungsten-rhenium thermocouples that were
calibrated against the melting point of high purity nickel.
The infiltration procedure consisted of setting up the pre-
form and charge in the desired configuration (Figure 1),
installing the thermocouples in the metal and the preform,
closing the pressure vessel, and purging the chamber with
ultrahigh purity argon to a vacuum level of about 1023 torr.
The preform and the metal charge were heated simultane-
ously but independently. Once the desired temperatures
were reached, the vessel was pressurized with argon gas to
effect infiltration. At the conclusion of infiltration, the
chamber was purged with argon to cool the sample. In order
to feed the metal shrinkage that forms during solidification,
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Fig. 2—Photomicrographs of (a) transverse sections near the bottom
portion of pressure-cast sapphire-Hastealloy composites made using the
top-fill infiltration of preforms made from densely packed sapphire fibers;
and (b) and (c) a sample from (a) showing good penetration by melt of
narrow interfiber regions.
the path of solidification front must be carefully guided. In
top-fill infiltration, solidification should start from the bot-
tom and proceed toward the top so that shrinkage is con-
tinuously fed by the metal. In order to ensure this, a thick
chill plate was placed in contact with the lower (closed)
end of the alumina mold.
Fibers from pressure-cast sapphire-Hastealloy compos-
ites were extracted by dissolving the matrix in a solution
of 75 mL acetic acid (glacial), 25 mL concentrated nitric
acid, and 2 mL concentrated hydrochloric acid. Strength
measurements were made on extracted fibers using an In-
stron frame. A gage length of 1.27 3 1022 m, a grip dis-
tance of 0.114 m, and a crosshead speed of 1.27 3 1023
mzmin21 were used.
Figure 2 shows a typical microstructure of sapphire-Haste-
alloy composite made under optimum pressure casting con-
ditions. The experiments in the countergravitational
(bottom-fill) configuration generally led to unsound cast-
ings (fiber clumping, bent casting) and/or shorter infiltration
lengths. The microstructure of infiltrated bars showed fiber-
to-fiber contact, large uninfiltrated regions, and porosity. In
top-fill infiltration experiments, infiltration was always suc-
cessful. Good penetration of interfiber regions and limited
fiber-to-fiber contact were observed (Figure 2).
Postinfiltration cooling rate was a critical parameter, a
rapid surge of argon gas led to mold cracking, loss of in-
terdendritic liquid from partially solid casting, and/or stress
cracks in the casting. This could be avoided by a controlled
decrease of power (slow cooling) to a temperature range of
800 7C, followed by a blast of cold gas that brought the
sample temperature close to ambient. In the top-fill config-
uration, infiltration was less sensitive to the rate of pres-
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Fig. 3—Weibull plots of distribution of room-temperature tensile
strength of as-received sapphire fibers, and fibers extracted from
pressure-cast sapphire-Hastealloy composites. Mean Weibull strength:
904 MPa; standard deviation: 562 MPa; and coefficient of variation: 62
pct. Test conditions: crosshead speed: 0.00127 m per min; and gage
length: 0.0127 m.
surization; slow, fast, and stepped (interrupted) pressuriza-
tion all yielded good infiltration. However, with bottom-fill
infiltration, fast pressurization usually led to mold cracking
and loss of pressure differential; only slow or stepped in-
filtration (in steps of about 12 psi per second) prevented
mold cracking during infiltration. Rapid pressurization also
tends to chill the metal surface, thereby making infiltration
more difficult to accomplish.
The regions where fibers were packed tightly with small
interfiber spacings showed little fiber damage. However, in
regions where a relatively large pool of metal was in con-
tact with the fibers, significant fiber damage was observed.
This attack may be due to a strong chemical reaction be-
tween sapphire and reactive solutes such as chromium in
the alloy. The energy dispersive spectroscopic examination
of extracted fibers showed the presence of Cr on fiber sur-
face. Chemical reactions between chromium and alumina
have also been reported in other studies.[12,13]
The strength measurements on extracted sapphire fibers
show that fibers suffered a severe loss of strength. The ex-
tracted fibers were very brittle and difficult to handle. The
fiber strength data were analyzed using a two-parameter
Weibull distribution function of the form[14]
F(s) 5 1 2 exp (asb)
where F(s) is the probability of failure of a fiber of strength
s (5i/N 1 1, where N is the sample population and i is
the ith fiber when strength data are arranged in ascending
order), a is the scale parameter, and b is the Weibull mod-
ulus. The distribution of fiber strength follows a Weibull
distribution if a plot of ln ln ((N 1 1)/(N 1 1 2 i)) vs ln
s is linear. Figure 3 compares Weibull plots of strength
distribution of sapphire fibers extracted from the superalloy
with the strength distribution of as-received fibers. The ex-
perimental strength data appear to follow a Weibull distri-
bution function. A least-squares fit of the data yielded the
equation of straight line as y 5 1.7479 3 212.0997. The
values of a and b are 5.561 3 1028 and 1.7479, respec-
tively. The Weibull mean strength, s, standard deviation,
s, and coefficient of variation, CV, were estimated from the
following relationships:
1 12s 5 a G(1 1 )b
b
1 2 12 2 1/2s 5 a [G (1 1 ) 2 G (1 1 )]b
b b
s
CV 5 100 ( )
s
Here, G is the Gamma function. The values of s, s, and
CV are 904 MPa, 562 MPa, and 62.2 pct, respectively.
There was, on average, 66 pct decrease in fiber strength
after casting; the as-received fiber strength was about 2.7
GPa,[11] whereas the strength of extracted fibers (average of
17 tests) was 0.904 GPa (Figure 3). Extensive chemical
attack of polycrystalline as well as single crystal alumina
fibers also has been noted in pressure-cast and powder-pro-
cessed Fe- and Ni-base intermetallic-matrix composites.[7,8]
The degradation of strength of single crystal sapphire (SA-
PHIKON Inc.) fibers in ‘‘powder-cloth’’ processed Fe-
CrAlY, FeCrAl, Cr, FeAl, and NiAl matrix composites is
in the range of 45 to 60 pct,[5,6] whereas strength degrada-
tion in pressure-cast Ni3Al-Ti matrix composites is reported
to be 67 pct.[8] The distribution of fiber strength in these
composites was reported to be consistent with Weibull sta-
tistics. The scanning electron microscopic examination of
fibers extracted from the pressure-cast Hastealloy speci-
mens showed clear evidence of surface damage due to
chemical reactions. The scale of the surface damage
(notches) appears to be appreciably greater than the esti-
mated critical flaw size of about 0.18 mm for as-received
single crystal sapphire fibers.[5] As the matrix chemistries
of Hastealloy used in the present study and the INCONEL
718 alloy used by Nourbakhsh et al.[10] are not very differ-
ent, it is apparent that in spite of high strength of the in-
terfacial bond and large ductility of the superalloy matrix,
the damaged sapphire fibers are not likely to yield the ex-
pected strength advantage of fiber-reinforced superalloy
matrix composites. A judicious selection of matrix alloy
chemistry, use of reaction barrier coatings, and control of
processing conditions (e.g., lower temperatures) will likely
promote wetting and interfacial bonding while minimizing
extensive degradation of reinforcement strength from chem-
ical attack.
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